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SUBJECT: 1 Piece VPGI0HMG40-2 RK-SERIES INOX-MONO "5.000 Liters/ Hour - D. PRESSURE 4 BAR"

- We offer and undertake to provide the product with the features you have requested, with the features and price stated

below.

PRODUCT - MATERIAL

GENERAL FEATURES

rotor shaft

AISI 304 L Quality stainless steel

Tubular stator

NBR-HMRUB® Rubber Max:125°c Min:10°c

Mechanical sealing

SILICUM + SILICUM - G60 Viton

connecting shaft

Carrier auger

motor and reducer

Yylmaz MR 172 Body 3 kW 251 d/d Gearbox / Motor : IP55-IE2-90L4/C

Power transmission

@95 star coupling AlSI

element Surfaces in contact with the pro

diB®4 L Quality stainless steel AISI 304 L

Connection Quality stainless steel
chassis Suitable for DN80 NBR Rubberized barrel mouth

Product in Product out

DN65 Moon keyed union

Platform AISI 304 L quality stainless steel mobile platform
Lifting Pneumatic 63-1000 air adjustable piston X 2 pcs
Barrel Fixing AISI 304 L Quality stainless steel

operating panel

Various pump operation panel frequency controlled 0 — 70 Hz. Start - Stop
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PRODUCT CODE | VPG90HMG40-2 |PRODUCT TYPE| NBR-HMRUB® RUBBER / AISI| 304 L KPC
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About the Pump:

Pumping Conditions Unit Ratio
Intensity kg/dm3 0.1-100.1
Particle size pH mm 0.1-4
value we were acidic ?
Maximum intensity kg/dm3 1,000,000
Product to be transferred 3 ?
Product temperature °’C ?
Working conditions :

Minimum Maximum

Transfer rate m3/h 2.500 Liters 5,000 Liters
Output pressure Bar 0 4
Suction pressure bar - -
Discharge pressure bar = 2
rotation speed rom 125 251
Frequency Hz 25 50
Operating temperature °C 5 one hundred
Strength kW . 3
Energy input 14 380 AC
Humidity 50% and Above
Ambient temperature °C 0 80
Weight kg 200




